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RONAMFLEX F.100

RONAMFLEX expansion joints are manufactured in compliance with EU regulations.

Designed to ensure high and long-lasting performance in infrastructures sub-
ject to heavy stress. Made of a reinforced rubber element with fully embed-
ded metal reinforcements to protect them from corrosion, it guarantees re-
sistance and reliability even under extreme conditions.

The rubber used is highly resistant to abrasion, oil, gasoline, de-icing salt, and
UV rays, and is engineered to withstand wear caused by tires and chains.

The metal reinforcements are made of cold-rolled S275JR steel according to
UNI 7070 standards, and the rubber-to-steel adhesion exceeds 10 N/mm. The
anchoring system includes galvanized steel threaded rods with an anti-un-
screwing system, secured with epoxy resin for perfect integration into the
structure.
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RUBBER PROPERTIES REQUIREMENTS METHODOLOGY

Nominal Hardness

Hardness Field

Specific Hardness Tollerance

Breaking Load

Elongation at Break

Last deterioration after
compression of 25% 24 h 70°

Thermal deterioration after 96 h
70°C maximum hardness variation

Shore A3

Shore A3

Shore A3

N/ mm?2

%

%

Shore A3

PROPERTIES OF S275JR STEEL
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4913
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UNI

Maximum resistance at break

variation % -15 5408
Maximum variation'elongation % % _20 5408
at breaking
°Z°"e;ﬁ;ilzzat’i‘:: é%ohp‘i%fc")“' 200¢ no cracks 6067-6068
Fragility limit temperature °C <-25 7320
Rubber-metal attack N/mm >10 5405
G Modulus N/mm?2 0,9 EN 1337-3:2005
Tollerance Modulus % +15

REQUIREMENTS

TEST METHODOLOGY UNI EN

Tensile strenght at break N/ mm?2 R > 430 10025
Exhaustement tension N/ mm?2 Rs > 275 10025
Elongation at break % A >23% 10025
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